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Applications  
· Exhaust mounts 
· Machine mounts 
· Pedestal mounts 

 

 

Description  
EB type sandwich mounts are used for a great many 
applications.  Due the their construction, the optimum 
combination of axial and shear stiffness can be 
achieved to suit the soft mounting of machines and 
vibrating devices.  The mounts consist of rubber 
bonded to steel plate. 
Designed to accommodate misalignment and provide 
vibration and shock isolation for shear and 
compressive axial loads. 

Specifications  

Natural Rubber to BS5179:1975 

Highest tensile specification achieved for each hardness band. Each band is tighter 
than allowed by specification. 

Standard Finish – Phosphate finish 

Various stiffnesses available 

Tolerances and load-deflection data available on request 

Dimensions  

For our current product range, major height C ranges from 11mm to 52.8mm. 

Contact us for more details of our current product range or a quotation for a new product.  We 
can advise price breaks at 20, 50, 100, 500 & 1000 off. info@aegis-rubber-eng.co.uk 
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Type EC – Stud Mount

 

Applications  
· Exhaust mounts 
· Machine mounts 
· Pedestal mounts 

 

Description  
Similar to the EB type sandwich mounts.  EC Stud 
Mounts offer a variety of fixture options with integral 
male and female threads.  The EB type mount is ideal 
for the soft mounting of machines and vibrating 
devices, ideally working in axial compression and 
shear.  The mounts consist of rubber bonded to steel 
discs. 

Specifications  

Natural Rubber to BS5179:1975 

Highest tensile specification achieved for each hardness band. Each band is tighter 
than allowed by specification. 

Standard Finish – Phosphate Finish 

Various stiffnesses available 

Tolerances and load-deflection data available on request 

Dimensions  

For our current product range, major height B ranges from 25mm to 66mm. 

Contact us for more details of our current product range or a quotation for a new product.  We 
can advise price breaks at 20, 50, 100, 500 & 1000 off. info@aegis-rubber-eng.co.uk 
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Type ED – Bobbin Mount

 

Applications  
· Exhaust mounts 
· Machine mounts 
· Pedestal mounts 

 

Description  
Similar to the EC type stud mounts.  ED Bobbin 
Mounts offer integral female threads at each end.  The 
ED type mount is ideal for the soft mounting of 
machines and vibrating devices, ideally working in 
axial compression and shear.  The mounts consist of 
rubber bonded to steel discs. 

Specifications  

Natural Rubber to BS5179:1975 

Highest tensile specification achieved for each hardness band. Each band is tighter 
than allowed by specification. 

Standard Finish – Phosphate Finish 

Various stiffnesses available 

Tolerances and load-deflection data available on request 

Dimensions  

For our current product range, major height B ranges from 25mm to 45mm. 

Contact us for more details of our current product range or a quotation for a new product.  We 
can advise price breaks at 20, 50, 100, 500 & 1000 off. info@aegis-rubber-eng.co.uk 

 


